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Powered by 150W 3200K or 5600K LED, the Par Master X1 is designed to 

replace the traditional lamp 1000W halogen par64. Featuring manual zoom 

range from 25°-80°, 96 CRI and R9 up to 94, durable LED life, compact de-

sign. It creates a flat and even field of light.

Application: 

• Theatre, chruch

• Film shooting

• Museum

• Exhibition lighting

Key features:

• 150W COB white LED

• 3200K or 5600K color temperature selectable

• Manually zoom, range from 25°-80°

• High CRI 96, R9 up to 94

• TLCI up to 98

• DMX-RDM compliant

• Video flicker free

• Equal to S4 HPL750 par
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Technical Data

Power supply: AC100-240V, 50/60Hz

Light source: 150W COB LED

Color temperature: 3200K or 5600K

Zoom range: 25°- 80°  manual zoom

Color Rendition: CRI 96, R9≥90, TLCI 98, CQS 94

Power connection: IP power cable in&out

Signal connection: 3-pin XLR in&out(5-pin optional)

Control channels: 1/2/3/4 

Control mode: DMX, RDM 

Dimmer speed: 4 grade

Housing: Colour black, Aluminum

Size: 290 x 260 x 305mm

Package(carton): 290 x 290 x 350mm

N.W.: 5 kg(barn door incl.)

G.W.: 5.6 kg

Accessories(incl.): Power cable, barn door, Gel frame  

Accessories(opt.): Clamp, Safety rope

Environment: IP20 

Photometric

Max. Spot-80° 5600K

Distance(m) 2 3 4 5 6 7 8 9 10
Spot Diam(m) 3.30 4.95 6.60 8.25 9.90 11.55 13.20 14.85 16.5

Lux 1446 674 367 236 164 125 103 84 66

Min. Spot-25° 5600K

Distance(m) 2 3 4 5 6 7 8 9 10
Spot Diam(m) 0.89 1.33 1.77 2.22 2.66 3.10 3.55 3.99 4.43 

Lux 11250 5244 3083 2122 1480 1069 843 657 543

Color Rendition
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