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(Len | RDM d 94 & RE Bu RN 2001‘ Photometric Technical Data

LCD Display Control Flicker Free CRI Smart Fan LED TECH

Lux 10360 4670 2760 1970 1479 1229 1062 951 849

Reborn 200T is a tunable white LED retrofit for Source 4 profile. Upgrade your Light source: 200W tunable LED

source 4 profile in just seconds. Features high CRI, bright output and low heat, ener- Color temperature: 29200K-7000K
save, clean and even light field, RDM function, long life LED, LCD display, XLR in & T ion:

gzt 100-24OV Wordwide Vgoltage g y SpoIDiar(n(r)n) 0.85 1.28 1.70 213 2.55 2.98 3.40 3.83 425 COIor Rendltlon CRI 94'TLCI 96
' ' 26°-2200K Power connection: Dedicated power in

Kev feat Applicati ox TS0 460 20 10 1SS0 1249 100 957 a0 Signal connection: 3-pin XLR in & out(5-pin optional)

ey reatures: pplication: : b : : : b

*  200W tunable LED *  Broadcast, HD studio Control channels: 2/5

. Source 4 LED retroﬂts tunable Wh|te R Theatre, ChI’UCh ‘ ‘ ‘ ‘ ‘ ‘ | ‘ D|mmer frequency: 1 20‘2400KHZ adjustable

+  Color temperature 2200K-7000K adjustable «  Fashion show istance() B T Dimmer curves: Standard, Stageémiﬁr(?::ﬁﬁ' E:g‘:gﬁ;

. . . . . Spot Diam(m) 0.85 1.28 1.70 213 2.55 298 3.40 3.83 425 ’
*  3-pin XLR in & out signal connection(5 pin . Museum 26° - 7000K Control mode: DMX, RDM

optional)

g . Dimmer curves selectable Housing: Color black, Die-cast aluminum §

E »  Studio mode for super silent operation £ Size: 195x 141 x186 mm g

§ +  Wide voltage range 100-240V 3 N.W.: 3 kg s
+  Dimmer frequency 1.20-24.00KHz adjustable Accessories(incl.): Power cable, fix bolt 3
+  Smooth dimming, video flicker free Environment: IP20

+  LCD display, user friendly interface % .
« Easy to setup, seconds to upgrade

+ Intelligent temperature control, silent operation
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